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SECTIONAL VIEW (275 - 349) (50) (95) (145) (200)
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(350 - 449) (55) (110) (170) (200)
T inal hit flect Tt 135 - 164 20 40 60 60
(loced bock 16 bock. one on each (450 - 549) (65) (125)  (190) (200
side of posf) To mark roadway on G55 - 649 50 140 GOD (200
Th tsi f h B -
e outside o azardous curves 500 - 229 25 45 60 0
1 4 4 (650 - 749 (75) (150) (200) (200)
— ; - - 230 - 259 25 50 60 60
Ul AT e e T e e e - (750 - 849 (80) (165) (2000 (200
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C - C . . . T~ (850 - 949) (85) (175) (200) (200)
~ e 290 - 319 25 55 60 60
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Single white reflector units to mark = 320 - 394 30 60 60 60
roadway on tangent and on curves. (1%88 - 61520%9) (1‘%)) (26000) (26000) (29000)
(1300 - 1999) (125) (200) (200) (300)
610 - 914 45 60 60 90
(2000 - 2999 (150) (200) (200) (300)
PLAN - TWO-WAY ROADWAYS 915 - 1219 55 60 90 90
(3000 - 3999 (175) (200) (300) (300)
1220 or greater 120 120 120 120
(4000) (400) (400) (400) (400)
GENERAL NOTES
Double Delineators on tangent sections of main
line roadways shall be placed at 120 m (400"
a1 a1 a1 a1 a a spgcing. Delineators on ramps and acceler-
D e e P I e B T — - ation and deceleration lanes shall be placed
°<—° cre et N il - - - at a maximum spacing of 30 m (100").
ooooooooo ' L. / R Refer to Standard 720011 for details of
metal post.
Single white reflector units shall be placed continuously N
at 120 m (400-foot) intervals on main-line roadways. Double white reflector units shall be used
AN to mark the right side of all acceleration
ECNE P TN . .. and deceleration lanes (double amber for
) O R ° .. . —— the left side of left-hand acceleration
. : ° . o 0 ° LI LR N T and deceleration lanes). Single delineators
e .., = = I F shall be used to mark ramps, white on the
- - = - right side and yellow on the left. Delin-
eators shall be used on ramps to mark the
outside of all curved sections.
PLAN - DUAL HIGHWAYS All dimensions are in milimeters (inches)
unless otherwise shown.
DATE REVISIONS
@ lllinois Department of Transportation 1_1_97 Renum. Standard 2149-12. DEL INEATORS
PASSED Jonuary 1, 1997 g
m@*ﬁ%@‘a—ﬁm ? 6-15-94 |Moved G.N. fo Specs.
T | * Added metric. STANDARD 635001
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